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REV| E.CN NO.

CONTENT

CHK DATE

NOTEST:
UL Standard
1

Use group B C D
Rated Current| 10A 10A
Rated Voltage|300v| - |300V

2.Wire range: 127~ 28AWG
IEC Standard
1

Pollution Degree 2
Overvoltage Category [
Rate_Impulse Voltage(KV) | 2.5KV
Rate_Voltage(V) 450V
Rate Current(A) 18A

2.wire range: 0.2-2.5mm>

NOTES2
1.In-housing: PA66(UL9LV-0)
2 Side-housing: PA66(UL94V-0)
3.Pin headerl: Copper alloy(Sn Plated)
L.Pin header2: Copper(Sn Plated)
5.Pin header3: Copper(Sn Plated)
6.Cover: PA66(UL9LV-0)

1.5pring: Stainless steel

NOTES3:
1.Pitch: 5.0mm  Poles: 3x(02-24)P
2.Stripping lengfh: 5-6mm
3.0perating femperature:
4.RoHS Compliance

How to order

ULO-TB26 - 245H3/5.0 - 3xXXP - Y 00

~40°C~+105C
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Factory
Code

Certificate
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Customer

requirements

color

6:Red
T:transparent
8:Yellow
9:White

1:Grey
2:Blue
3:Black
L:Green
5:0range
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